BRIAN'S FIRE APPARATUS REPAIR
ANNUAL APPARATUS INSPECTION

DEPARTMENT/UNIT #/
MAKE/MODEL
Tanker 91
Freightliner

MANUFACTURER/ MILEAGE DATE
VIN # 113702 15 OCTOBER 2025
3ALHCYCY6GDHCE928

X = Okay
Leak Classification per NFPA - 1915

Class-1 - A leak that just weeps or keeps the hose wet
Class-2 -- A leak that forms a drop but does not drip.

Class-3 -- A steady drip...forms a pool

Walk Around Inspection

Item to Be Inspected OK NEEDS ATTENTION
Bumper X
Windshields/Wipers/Washer Needs new blades
Mirrors X
Cab Paint & Decals X
Windows, Doors, Grab Handles X
Front/Rear Tires (Debris/Air Pressure) See Tire work sheet for pressures and tread depths. Also see comments.
Front Hub Qil Level Both at add marks. Found no leaks. Filled to specs.
Pump Panel Mounting & Steps N/A
A
Tailboard Mounting & Steps X
Hose Bed & Crows Nest X
Top Of Cab X
Right glggrgﬁggfsrtment N/A
Engine Compartment
Motor Qil Level X
Power Steering Fluid Level X
Coolant Level X
Fluid Leaks X
Hoses & Belts X
Wiring (Security & Connections) X
Fan Blade (Cracks) X
Radiator (Damage or Debris) X
Starter / Alternator Load Test X
Batteries Load Test X Batteries are new
Air System Check/Test 00S |Repaired major air leak Unit back in service.See Comments
Exhaust X
Transmission Fluid X
Front Brakes X
Front Springs Shocks & Shackles X
Steering (Tie Rods, U-Joints) X




Driveline / Rear Axle

U-Joints / Drive Shafts X
Wiring (Security & Connections) X
Rear Brakes X
Frame/Crossmembers X
Rear Springs & Hangers X
Cracked Welds X
Air System, Tanks & Lines mounting X
Fuel Tank & Straps X
Cab Interior
Item to Be Inspected OK Needs Attention
Seats & Seat Belts X
SCBA Brackets N/A
Dash, Floors, Headliner Headliner material coming loose in front corners
Warning Lights & Buzzers ABS and Engine warning lights on Needs immediate attention
Dash Guages/Controls X
Dome & Map Lights X
Chassis Lighting X
Code Lights & Siren X
Horns X
Fire Pump
Pump Gear Box Qil Pto lines leaking at pump Class 2 Leak Needs immiediate attention.
Caf System Oil Level N/A
Check Operation/Flush All Valves & Intakes X
Primer / Dry Vac. Test N/A
Pump Engagement & Operation X
Pump Panel Guages N/A
Water Leaks X
Discharge Pressure Relief NI/A
Foam/CAFS Operation N/A

Comments:

1) Failed build rate and leak down test due to Fan clutch line major leak, Repaired Line. Meets build and leak down tests after

repair. Multiple other small air leaks need addressed.
2) Fuse/relay box in engine compartment missing cover.

3) Right rear drive outer tire at 40 PSI no leaks found. Chief corrected before | left.
4) Rear drive axle tires have a large difference in tread depth which is not good for the gearing.

Inspectors Printed Name:

Inspectors Signature:




Tire Pressure/Tread Depth Results Unit: Bowie Fire District

Tanker 91

DATE :
15 Oct 2025

Tire manufacturer pressure requirement: Front 105 PSI Rear 120 PSI

Engineers Side

Rear Tire DOT Dates
Front Drive 3922

Left Front Front Tire DOT Dates
105 PSI 1021

Left Rear Drive 4323
Right Rear Drive 2922

Tread Depth
13/32

All Tires Low

Officer Side

Right Front
PSI

Tread Depth

Front Drive Axle

Left Rear Quter
96 PSI

Tread Depth
23/32

Left Rear Inner
_96 PSI

Tread Depth
23/32

Right Rear Inner
80 PSI

Tread Depth
22/32

Right Rear Outer
100 PsI

Tread Depth
22/32

Rear Drive Axle

Left Rear Outer
85 PSI

Tread Depth

28/32

Left Rear Inner
90 PSI

Tread Depth

28/32

Right Rear Inner
80 PSI

Tread Depth
19/32

Right Rear Outer
40 PSI

Tread Depth
19/32

DOT/FMSCA/NFPA Standards
Minimum of 4/32” on steering axle
Minimum of 2/32” on drive axles

NFPA Replacement is every 7 years by DOT Date. First 2 numbers is the week and the last 2 is the year of manufacture.




