BRIAN'S FIRE APPARATUS REPAIR
ANNUAL APPARATUS INSPECTION

DEPARTMENT/UNIT #/ MANUFACTURER/ MILEAGE Date
MAKE/MODEL VIN # 64533 14 OCTOBER 2025
Engine-91 Rosenbauer
International Durastar 1HTMKAZR4BH395763
X = Okay

Leak Classification per NFPA - 1915

Class-1 - A leak that just weeps or keeps the hose wet
Class-2 - A leak that forms a drop but does not drip.
Class-3 -- A steady drip...forms a pool

Walk Around Inspection

Item to Be Inspected OK NEEDS ATTENTION

Bumper

Windshields/Wipers/Washer

Mirrors

HIxX | x| X

Cab Paint & Decals

Windows, Doors, Grab Handles See Comments Crew Safety Concern

Front/Rear Tires (Debris/Air Pressure) See Tire work sheet for pressures and tread depths

Front Hub Qil Level

Pump Panel Mounting & Steps

Left Side Compartment
Doors/Lights

X X x| X

Tailboard Mounting & Steps Tailboard bent but serviceable

Hose Bed & Crows Nest Hose bed cover missing rear flaps securing cords.

Top Of Cab

Right Side Compartment

Doovs/L ighis Right rear fenderette and rub rail damaged but serviceable.

Engine Compartment

Motor Oil Level X

Power Steering Fluid Level

>

Coolant Level

>

Fluid Leaks Right rear motor oil class 2 leak. Recommend degrease and monitor.

Hoses & Belts

Wiring (Security & Connections)

Fan Blade (Cracks)

Radiator (Damage or Debris)

R x> x| X

Starter / Alternator Load Test

Batteries Load Test See battery test result page

Air System Check/Test 00Ss See Comments

Exhaust X

Transmission Fluid X

Front Brakes 00S |Right front Slack adjuster missing clevis pin. Replaced pin adjusted brakes Unit back in Service.

Front Springs Shocks & Shackles X

Steering (Tie Rods, U-Joints) X




Driveline / Rear Axle

U-Joints / Drive Shafts X
Wiring (Security & Connections) Auto eject shore line cover broke
Rear Brakes X
Frame/Crossmembers X
Rear Springs & Hangers X
Cracked Welds X
Air System, Tanks & Lines Mounting X
Fuel Tank & Straps X
Cab Interior
Item to Be Inspected OK Needs Attention
Seats & Seat Belts X
SCBA Brackets X
Dash, Floors, Headliner See comments
Warning Lights & Buzzers ABS LIGHT ON NEEDS IMMIEDIATE ATTENTION
Dash Guages/Controls X
Dome & Map Lights X
Chassis Lighting Right side marker light on damaged rub rail broken.
Code Lights & Siren Federal Q siren brake does not work, not required but switch is there.
Horns X
Fire Pump
Pump Gear Box Oil X
Caf System Oil Level N/A
Check Operation/Flush All Valves & Intakes X
Primer / Dry Vac. Test Failed dry vacuum test due to all valves leaking.
Pump Engagement & Operation X
Pump Panel Guages X
Water Leaks X
Discharge Pressure Relief X
Foam/CAFS Operation NI/IA

Comments:

1) Failed build up and feak down test due air line to fan clutch major leak. Repaired Leak Unit no longer out of service. Passed build up and leak
down test after repair. Still has multiple minor air leaks.

2) Crew compartment doors/steps do not latch open creating a safety concern for crew entering and exitng. If parked on an uphill incline doors
will not stay open when standing on the steps.

Inspectors Printed Name: Inspectors Signature:




Battery Test Results

Unit # Engine 91

Front of Engine

Department Bowie Fire District

Date  14-Oct-2025

Engineers Side Officer Side
12.46 Volts Volts
888 CCA Available 93% % of Rated Capacity CCA % of Rated Capacity
Rated 650 CCA N/A Rated cCcA
2.63 Impedance Impedance
Battery good needs charged and retested
12.48 Volts Volts
842 CCA 88% % of Rated Capacity CCA % of Rated Capacity
Rated 950 CCA N/A Rated CCA
3.81 Impedance Impedance
Battery good needs charged and retested
_12.48 Volts ___ Volts
727 CCA __76% % of Rated Capacity CCA % of Rated Capacity
BAD Rated 950  CCA N/A Rated  CCA
__4.49 Impedance Impedance

Battery Bad Needs Replaced




Tire Pressure/Tread Depth Results UNIT# DEPARTMENT: DATE:
Engine 91 Bowie Fire District 14 Oct. 2025
Tire manufacturer pressure requirement: 120 PSI All Tires | [AlTires Low
Engineers Side Officer Side
Left Front Front Tire DOT Dates Rear Tire DOT Dates Right Front
92 PSI 2019 2019 PSI

Tread Depth

19/32

Tread Depth

Front Drive Axle

Left Rear Outer
85 PSI

Tread Depth
26/32

Left Rear Inner
90 PSI

Tread Depth
26/32

Right Rear Inner
85 PSI

Tread Depth
25/32

Right Rear Quter
34 PSI
00s

Tread Depth
25/32

Valve Extension
Leaking Corrected by
Chief before | Left
Unit back in service

DOT/FMSCA/NFPA Standards
Minimum of 4/32” on steering axle
Minimum of 2/32” on drive axles

NFPA Replacement is every 7 years by DOT Date. First 2 numbers is the week and the last 2 is the year of manufacture.




